
FIBER OPTIC
CABLE ASSEMBLIES



QUALITY CONNECTIONS START HERE

SC

Improve the quality of your connections with America Ilsintech’s line of SM & MM SC, ST, LC and MPO/MTP 
cable assemblies. America Ilsintech manufactures the components of our connectors from the high-quality 
ferrules to the boots, ensuring reliable connections and low insertion loss in every cable assembly. High 
quality fiber patch cables using Corning Glass are 100% inspected and tested to Telcordia GR326 standards 
compliance and provide a low maintenance solution for transmission systems, LAN and POL applications, as 
well as module pigtails.  Budget friendly and with the longevity to support your network for years to come, 
factory terminated fiber optic cable assemblies from America Ilsintech deliver an easy method for quick 
installs and guaranteed performance.

KEY FEATURES

ST LC

SPECIFICATIONS

ITEM UNIT UPC APC
Insertion loss dB Typical ≤ 0.2 Typical ≤ 0.2
Return loss dB ≥ 50 ≥ 50
Radius of curvature mm 7-25 5-12
Apex Offset µm ≤ 50 ≤ 50
Protrusion or undercut nm -50 ~ +50 -100 ~ +100
Angel offset N/A 8.0 ± 0.5
Fiber types SM or MM SM
Operating temperature °C -40 ~ +75 -40 ~ +75
Storage temperature °C -40 ~ +85 -40 ~ +85

• In accordance with IEC61754-4, KS
C6974(F04), JIS C5973(F04)

• Telcordia GR-326 issue 3 compliant
• Scratch free for ferrule end-face
• Cables made with Corning Glass

• Possible to directly splice with
drop cable & indoor cable

• Enhanced quality with improved
optical features resulting in low 
Insertion Loss (typical 0.2dB) and 
high Return Loss

• Enhanced & improved high tensile
strength (exceeding 60N)

• Satisfy Vertical Burning Test.
Materials Compliant with UL94V-0

• All cables are 100% tested
• High quality ferrules



SIMPLEX CABLE ASSEMBLIES

X XX X XX - XX X XX XX

Cable Type Connector 
Type A

Polishing
Type A Fiber Type(s) - Connector

Type B
Polishing 

Type B Jacket Size Length in 
Meters

S = Simplex LC U = UPC M1 = OM1 LC U = UPC 09 = 0.9mm 01

SC A = APC* M2 = OM2 SC A = APC* 20 = 2.0mm 1.5

ST M3 = OM3 ST 30 = 3.0mm 03

M4 = OM4 X = blunt 05
S1 = OS1 10
S2 = OS2 15

SM = Specify the 
fiber type required

*APC is for Single-mode only

ORDERING INFORMATION
FOR SC, LC, AND ST CABLE ASSEMBLIES
Swift Patch Cords provide reliable connections for datacom applications.  Available in both simplex and duplex, 
these patch cords offer low insertion loss and high return loss.



DUPLEX CABLE ASSEMBLIES

X XX X XX - XX X XX XX

Cable Type Connector 
Type A

Polishing 
Type A Fiber Type(s) - Connector

Type B
Polishing 

Type B Jacket Size Length in 
Meters

D = Duplex LC U = UPC M1 = OM1 LC U = UPC 20 = 2.0mm
zip cord

01

SC A = APC* M2 = OM2 SC A = APC* 30 = 3.0mm
zip cord

1.5

ST M3 = OM3 ST 03

M4 = OM4 X = blunt 05
S1 = OS1 10
S2 = OS2 15

SM = Specify the 
fiber type required

*APC is for Single-mode only

ORDERING INFORMATION
FOR SC, LC, AND ST CABLE ASSEMBLIES



Swift MPO/MTP cable assemblies provide high-quality terminations for ribbon or multi-core fiber cable, ideal 
for a variety of applications including structured cabling, optical switching, parallel optics, and high-density 
data centers. Swift MPO/MTP assemblies are available in single-mode and multimode configurations and 
provide a low profile, high-density patching solution to alleviate overcrowded cable systems. Additionally, the 
Swift Ribbonizing Holder for multi-core fiber cables simplifies terminations and shortens installation times.

KEY FEATURES

HIGH DENSITY CONNECTIONS
SWIFT MPO/MTP CABLE ASSEMBLIES

APPLICATIONS

SPECIFICATIONS
ITEM UNIT MULTIMODE

Insertion Loss dB 0.35 ≤

Return Loss  dB 30≥
Fiber types OM1, OM2, OM3, OM4, OS1, OS2

Operating Temperature °C +75 ~ -40

• Push-Pull Easy Connection
• Low Insertion Loss and high Return Loss
• IEC61754-7, TIA 604-5(FOC!S5) compliant

• 10/40/100-GbE
• Cloud Computing
• Data Center
• Optical Switch and AWG
• Fiber Patch Panels



MPO

ORDERING INFORMATION
MPO/MTP PATCH CABLES
Swift MPO/MTP cable assemblies provide high performance data transmission with a smaller footprint, ideal for 
high-density patching applications.

MPO/MTP CABLE ASSEMBLIES

MPO XX X X XX X - XX

Prefix
 No. of
fibers

Connector Type Polishing Type Fiber Type Jacket Type
 Length in

Meters
MPO 08 M = Male F = Flat Polish M1 = OM1 R = Riser
MTP 12 F = Female A = Angled Polish M2 = OM2 P = Plenum

M3 = OM3 Z = LSZH 
M4 = OM4
S1  = OS1
S2 = OS2

MPO/MTP FANOUT ASSEMBLIES

MPO XX X X XX X X X - XX

Prefix
 No. of
fibers

Connector Type A 
 Polishing

Type A
Fiber Type

 Connector
Type B

 Polishing Type
B

Jacket Type
 Length in

Meters
MPO 08 M = Male F = Flat Polish M1 = OM1 LC F = Flat Polish R = Riser
MTP 12 F = Female A = Angled Polish M2 = OM2 SC A = Angled Polish P = Plenum

M3 = OM3 ST Z = LSZH 
M4 = OM4
S1  = OS1
S2 = OS2



DOES YOUR FIBER CONNECTION MEET THE CRITICAL 
HIGH-QUALITY STANDARDS YOUR NETWORK NEEDS?

At America Ilsintech, we are proud to be one of the few manufacturers with total control 
over our manufacturing process. By meticulously creating our own ferrules, we offer a full 
range of quality control in assembling our fiber splice on and epoxy connectors. Ensuring 
high-quality connections from ferrule to finish is what we do best.

SWIFT QUALITY STARTS
WITH THE FERRULE

MPO
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