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OPERATING SYSTEM COMPATIBILITY:
			   • Windows 10
			   • Windows 8
			   • Windows 7

SOFTWARE REQUIREMENTS
All required software, and drivers will be installed as part of the installation process

The windows “SWIFT TRACK “application is designed to be used with our OPM1 power meter that is includ-
ed in our TEK series of Fiber Optic tester kits, TEK-1 thru TEK-6 so that the collected test data can be stored 
on the power meter and transferred to your computer to generate project data reports and store testing 
results. This manual will serve as a guide to the installation and use of the software from your first reading to 
completion of your closeout reports.

INTRODUCTION

REQUIREMENTS

	 1. Go to UCL SWIFT North America website under SWIFT Test product line 
	 2. Click the software download button 
	 3. Chose to save if prompted.
	 4. Run the downloaded file (setup.exe)
	 5. If windows defender pops up press “more info” then “run anyway”
	 6. Next press install and wait for it to download any required files.

SWIFT TRACK INSTALLATION
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OVERVIEW

INTRODUCTION
The OPM1 allows for either live testing or saving then offl oading of 850, 1300, 1310, 1490, 1550, 1611, and 
1625 as well as 2khz tone detection. 

CONNECTION
Simply plug in the provided Mini-USB cable into the PC and the OPM1. Next wait a moment while Windows 
recognizes the device.

OFFLOADING
To offl oad from the OPM1 fi rst connect the device and verify you can view a live reading from the device. 
Next press and hold the top right button USB offl oad button //insert icon here. The device will beep once 
when it starts offl oading then twice when the offl oad has fi nished.

POWER METER OPM1 TESTING
First connect the OPM1 to the software following the device specifi c instructions above. Once the OPM1 is 
connected you should be presented with the screen below.

InSpec
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• To switch wavelengths, select the displayed wavelength then press the desired wavelength below 
   the button.
• To cycle through available modes, press the dBm button.
• To Set Reference press the Set Reference button when in dBm.
• Pressing save will create a record of the current reading and add it to the view on the left.
• Delete will delete the selected record on the left.
• Overwrite will save a copy of the current reading over the selected record on the left.

The index selector allows you to save readings out of order, when the save button is pressed it will use 
the displayed index for the reading. When readings are imported the fi rst reading will have the displayed 
index then each subsequent reading will increase in value. OLTS End can be used to select “Near” and “Far” 
which allows for bidirectional reports. If you do not need to test out of order or test bidirectionally just leave 
these settings alone and they will automatically increment and decrement to stay out of your way.

OFFLOADING FROM OPM1 POWER METER
First connect the OPM1 power meter and offl oad as described in the device 
specifi c segments above. This will show you the following popup. 

Import
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From here just deselect any readings you don’t want to import then select “Near” or “Far” if you are using 
bidirectional reports. Finally press import and these readings will be added to your current project.

COLOR CODE CREATION
First press Settings=>Color Codes from here you can select an existing color code and press save or 
press new to create a new color code. After entering a name for the color code, you will be shown the 
screen below.

Color Codes

Next enter the name of each reading you want separated by an enter. Once you have all your names 
entered press the save button to save your color code and rename your existing readings.
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Report Settings

REPORT SETTINGS
First press Settings=>Report Settings and you will see the screen below.

• On this page you can edit the headers that are added to your reports. Editing the dark gray entries will    		
	  change the headers while the light gray is the content displayed under the headers on each report. 
• Clear headers will clear all header information.
• Clear data will clear headers and entry.
• Reset defaults will reset it to what is seen in the screenshot.
• Browse will let you select any JPG or PNG to use as a report header image. This image is displayed in the 		
   top right.
• Report Type allows you to change what format your reports are outputted as. Currently the supported 
formats are PDF, HTML, Excel, XML, and CSV
• Pressing save will commit your changes while exit will quit without saving the changes.
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PROJECT MANAGEMENT
First press Settings=>Color Codes From here you can select an existing color code and press save or 
press new to create a new color code. After entering a name for the color code, you will be shown the 
screen below.

Project Settings

Pressing Settings=>Project Settings will open the following popup.

From here pressing the drop down will show you your current projects. By selecting one then pressing 
done it will load all power meter readings and inspections from that project. Pressing new will allow you to 
name and create a new project. Finally press done to close the popup.

IMPORTING/EXPORTING PROJECTS
Export: Pressing File=>Export Current Project will create a zipped copy of your current project which can 
be imported by another PC.

Import from Zip: Pressing File=>Import from Zip will allow you to browse and select an exported project. 
When selected it will add this project to your saved projects.

GENERATING BASIC INSPECTION REPORT
After saving all your inspections and setting your report settings as described above go to the reports tab 
then press Generate=>Inspection Report.
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GENERATING BASIC POWER METER REPORT
After saving all your inspections and setting your report settings as described above go to the reports tab 
then press Generate=>OPM Report

NEAR FAR INSPECTION AND REPORT
While inspecting on the save page deselect Auto Assign Location. When you save your fiber select “Near” 
for one side of the fiber and “Far” for the other. Next when you generate your report press Generate=> 
Fiber Report. This will generate a report where each row is each index’s Near and Far inspection as well as 
that index’s OPM Reading if present.

NEAR FAR READING AND REPORT
While testing your readings, assign one directions reading’s as “Near” and another as “Far”. Next when you 
generate your report press Generate=>Bidirectional Report. This will generate a report where each row is 
each indices Near and Far readings.
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