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Swift-FX Last Mile Solutions for FTTH



Swift-FX OptiTap® Compatible Solutions
UCL Swift offers a variety of products that enable quick, easy and robust access 
network connections. From connectors to cable and termination tools,
UCL Swift has what is needed for your Final Mile projects.

UCL Swift's Hardened Fusion Splice-On Connectors (FSOCs) are field-installable 
hardened connectors that are compatible with any Optitap® style enclosure.
They are easily installed with UCL Swift's KF4A-HDC (cladding alignment) and 
K33A-HDC (core alignment) fusion splicers.

Field installation of connectors eliminates unnecessary cable slack reducing costs 
and making maintenance easier. It also minimizes inventoried products and
reduces site survey times helping ensure project deadlines are met. 

UCL Swifts FTTH products can be used for greenfield applications or easily
integrated into brownfield projects.
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KF4A-HDC

All-In-One Active Clade Alignment
Fusion Splicer Kit

Electrode life of up to 38,000 splices
Rotating blade life up to 77,000 cleaves

KIT INCLUDES

Swift KF4A-HDC arc fusion splicer

Hard carry case

El-24 spare electrodes

CT-01 cooling tray

KF-3400 battery

Allen wrench

Fiber holder, 900um (2) (HS-900)

Fiber holder, 250um (2) (HS-250)

Splice-on connector holder

SC/FC (KF4-SC)

AC charger

K33A-HDC

All-In-One Core Alignment
Fusion Splicer Kit

Electrode life of up to 18,000 splices
Rotating blade life up to 77,000 cleaves

KIT INCLUDES

Swift K33A-HDC arc fusion splicer

Hard carry case

El-23 spare electrodes

CT-01 cooling tray

K3360 battery

Allen wrench

Fiber holder, 900um (2) (HS-900)

Fiber holder, 250um (2) (HS-250)

Splice-on connector holder

SC/FC (KF4-SC)

AC charger

All-In-One Fusion Splicer

KF4A-HDC

All-In-One Active Clade Alignment
Fusion Splicer Kit

Electrode life of up to 38,000 splices
Rotating blade life up to 77,000 cleaves

KIT INCLUDES

Swift KF4A-HDC Arc Fusion Splicer

Hard Carry Case

El-24 Spare Electrodes

CT-01 Cooling Tray

KF-3400 Battery

Allen Wrench

Fiber Holder, 900um (2) (HS-900)

Fiber Holder, 250um (2) (HS-250)

Connector Holder SC/FC (KF4-SC)

AC Charger

K33A-HDC

All-In-One Core Alignment
Fusion Splicer Kit

Electrode life of up to 18,000 splices
Rotating blade life up to 77,000 cleaves

KIT INCLUDES

Swift K33A-HDC Arc Fusion Splicer

Hard Carry Case

El-23 Spare Electrodes

CT-01 Cooling Tray

K3360 Battery

Allen Wrench

Fiber Holder, 900um (2) (HS-900)

Fiber Holder, 250um (2) (HS-250)

Connector Holder SC/FC (HS-SC/FC)

AC Charger

All-In-One Fusion Splicer



Drop Cable

Fiber OpticDistribution Cable
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Underground Installation
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Aerial and Underground
Fiber Installations Splice Point

NID Box

Fusion Splice-On Connector
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SWIFT-FX CR FTTH Configuration

1 CR HDC OptiTap® Connectors

Ordering Information

Drop Cable2

Types of Drop Cable

4.8×2.4mm 5.0mm 8.1×4.5mm 5.0×2.0mm

3 SC Connector

SC-SM-APC-20/30 Singlemode,
APC, 2mm and 3mm subunit

SC-SM-APC-09 Singlemode,
APC, 900 micron

Types of Connectors

UCL Swift’s rotatable rosette is used for indoor cable
distribution. The user can turn the fiber storage wheel to
adjust the length of the cable according to the actual needs.

Features and Benefits

1. Small size, lightweight and convenient usage
2. Accommodate up to 0.9mm itight buffered fiber
3. ABS material, fireproof and dust-proof
4. Cable length = 40m

HDC-Heater

HT-5133F2

FOD-2000

RST-8514

HDC-DCG

ROC-900

SST-900L

SST-250L

External heater for weatherproof shrink tube

Crimp tool for HDC

Flat drop cable slitter

Toner wire slitter

Drop cable snap arm

ROC® drop cable holder

SST (8145) drop cable holder, 900um

SST (8145) drop cable holder, 250um

Permanent marker & Utility Bag

Item Description

Other items

HDCFT-01 termination kit* Indoor Rosette Rotatable Storage
with 0.9mm Fiber

HFSOC - A1 - SC/APC - CR - 8145

Hardened
FSOC

Connector and End Face Type

SC Connector
with Angled FaceSC/APC

Connector Gender Type

Male OptiTap DesignCR

Female OptiTap DesignCRF

G.652.D0

G.657.A1

G.657.A2

G.657.B3

Fiber Type

D

A1

A2

B3

8.1 × 4.5mm Cable

5.4 × 3.0mm Cable

5.0 × 2.0mm Cable

4.8 × 2.4mm Cable

Cable Type

8145

5430

5020

4824

5.0mm Cable5000

Drop cable is available in multiple construction types.
For more information, please consult your UCL Swift sales person.

＊ Identify your splicer model when ordering termination kits.
    Drop cable snap arms differ depending upon the splicer model.

SC/APC CR

CRF

8145

5430

5020

4824

5000



SWIFT-FX Last Mile Solutions for FTTH

Cables are Built to Length On-site, Eliminating Unnecessary Cable.

www.uclswift.com

All-In-One
Fusion Splice Tech

Rugged
Drop Cables

Fusion Splice-On
Optitap® Connectors

Fiber Optic
Distribution Cable

Indoor
Rosette

ONT

Indoor Fiber Installation

Easier Installations No Cable Waste Cost & Inventory Effective

Only UCL Swift offers a fusion splice-on field-installable FTTH solution.
Compatible with various designs of drop cables, our fusion splice-on Optitap® style 
connectors enable technicians to cut and terminate drop cables on-site. 

With an All-In-One K33A-HDC or KF4A-HDC fusion splicer and an HDC termination kit, 
connector terminations can be done in minutes. And, our patented All-In-One technology 
quickly turns inexperienced splicers into experts.    

Ideal for both greenfield and brownfield applications, exact length cables reduce
the cable waste associated with the installation of pre-terminated cable assemblies.
Less excess cable also helps reduce the size of storage enclosures.
Installation costs can be reduced by eliminating inventories of various length
cable assemblies and by purchasing bulk cable.

Additionally, installing unterminated cables helps expedite installation, further reducing 
costs. Analysis proves that fusion splicing on-site also helps ensure a functional circuit
post installation, reducing site returns and increasing customer satisfaction.



www.uclswift.com

UCL Swift North America

info@uclswiftna.com

972-556-0916

3330 Earhart Drive, Unit 208
Carrollton, TX 75006
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