
3200 Commander Dr Suite 100  |  Carrollton, TX 75006   |  Office: 972.556.0916  |  Fax: 972.910.8384  |  uclswiftna.com

Features and Benefits

Eliminates cable shorts and unnecessary slack. 
Simple and fast ribbonizing kit (RBN12-FR-ST-Kit), 
takes about 7 minutes.

1

Easy and fast installation with the KR12A fusion splicer. 
Fusion splicing helps facilitate rapid deployment of
high density cabling in a data center.

2

Premium grade MT-ferrule assures low insertion loss
in tight optical budgets and in high-speed network 
environments.

3

MPO Fusion Splice-On
Connector
Ribbonizing & Splicing within 7 minutes

4 25-year warranty available.

Product Description
UCL SWIFT's MPO FSOC is field installable on the KR12A 
fusion splice and provides a fast, reliable, permanent field 
termination that complies with international standards.

This technology can help minimize project costs and
enhance project efficiency by eliminating the storage of 
unwanted cable slack.

KR12A
Fusion Ribbon Splicer

Ribbonizing Tool Kit

Fusion splicing point

Splicing protection with
heat shrinkable tube

End Face of the
pre-polished connector

A simple and fast ribbonizing kit (RBN12-FR-ST-Kit), takes about 7 minutes.
Premium grade MT-ferrule assures low insertion loss in tight optical budgets and
high-speed network environments.

Field Installable FSOC MPO

MPO to LC Fanout Kit
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MPO Fusion Splice-on Connector
Ribbonizing & Splicing within 7 Minutes

Performance Specifications

General Connector Type
MPO/UPC and MPO/APC

Fiber Type
OS1,OS2 & OM1, OM2, OM3, OM4

Intermateability Standard
IEC 61754-7, TIA/EIA-604-5

Cable
3.0mm or Ribbon fiber

Boot
Soft Boot

Optical Performance Single mode (OS1 & OS2)

Insertion Loss
Typ. 0.15dB, Max 0.35dB

Return Loss
min. 60dB

Multi mode (OM1, OM2, OM3 & OM4)

Insertion Loss
Typ. 0.15dB, Max 0.35dB

Return Loss
min. 25dB

Reliability Standard
TIA-568-C.3

Material Compliance Standard
RoHS, UL94V-0

Related Products
Classification Model Description

Fusion Splicer
FSOC MPO Holder
Ribbon Holder
Ribbonizing KIT

KR12, KR12A
MPO-10
H7-12-10
RBN12-FR-ST-KIT

UCL Fusion Splicer, multi fibers up to 12 fibers
FSOC MPO Holder, Right on KR12 and KR12A
Ribbon fiber Holder, left on KR12 and KR12A
12 fibers ribbonnizing kit

Ordering Information

Part Number Description Legnth (mm)

FSOC-S2-MPO/APC-P-25-SB-30

FSOC-M3-MPO/UPC-P-25-SB-30

FSOC-S2-MPO/APC-P-25-SB-RB

RBN12-FR-ST-KIT

Field Installable MPO/APC type, OS2 fiber,
Premium grade, for 3.0mm cable

Field Installable MPO/UPC type, OM3 fiber,
Premium grade,for 3.0mm cable

Field Installable MPO/APC type, OS2 fiber,
Premium grade, for 12 fiber ribbon cable

Ribbonizing Tool Kit, 12 fibers
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