
OptiTap® Compatible
Hardened Fusion SOC

Product Description
UCL Swift’s OptiTap® compatible FSOCs are field-installable 
hardened connectors designed for full compatibility with all 
OptiTap®-style terminals. HFSOC connectors are terminate
on UCL Swift's All-In-One fusion splicer models KF4A-HDC
and K33A-HDC. 

Field installation of hardened connectors reduces costs
and makes maintenance easier. UCL Swift's Hardened
Fusion Splice-On SC Connector is designed to be field-
installable with various shapes  of drop cable, including
round, flat and oval.
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Fully Compatible with OptiTap® Terminals

Features and Benefits

Fusion splice-on connectors provide better optical
performance than mechanical splice connectors.

1

Custom length cables eliminate cable shorts and 
excess slack.  

2

Cost and inventory effective compared to
pre-connectorized solutions.

3

Available in both male and female types.4

KF4A-HDC
Fusion Splicer

K33A-HDC
Fusion Splicer

Thermal stripping and fusion splicing ensure
reliable, lasting performance

Male & Female connector types

Female Hardened
Connector (Receptacle)

Male Hardened
Connector (Plug)

It works with many cables

8.1×4.5mm
SST type

5.4×3.0mm
ROC type

5.0×2.0mm
Flat type

4.8×2.4mm
SST type

3.0mm
Round type

5.0, 6.0, or 6.1mm
Round type

NORTH AMERICA

Fusion Splicing
Point
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OptiTap® Compatible Hardened Fusion SOC
Fully Compatible with Optitap® Terminals

Performance Specifications

General Male type

122mm
 (w/o cap 107mm)

Mechanical Properties
(Compliant with Telcordia GR-3120)

Axial Pull, Plug/Adaptor
11.3kgf (25lbs)

Connector Type
SC/APC

Termination
Fusion SOC

Optical Performance Single mode (OS2)

Insertion Loss
Typ. 0.15dB, Max. 0.30dB

Temperature range Operation
-40℃ to 75℃

ø 21

Side Pull, Plug/Adaptor
6.7kgf (15lbs)

Fiber Type
OS2 (F.657.A1 or A2)

Return Loss
min. 55dB(UPC), min. 65dB(APC)

Classification Model Description

Fusion Splicer

FSOC Holder

Cable Holder

Slitter
Stripper

Crimping
Tube Heater

KF4A-HDC
K33A-HDC
HF4-SC/FC
HS-SC/FC
SST-250L
SST-900L
ROC-900
SL-8145/5020
ST-5020
RCS-114
HT-5133F2
HDC Heater

UCL Fusion Splicer, Active Clad Alignment Splicer
UCL Fusion Splicer, Core Alignment Splicer
FSOC-SC&FC Holder, Right on KF4A-HDC
FSOC-SC&FC Holder, Right on K33A-HDC
8.1x4.5mm cable, 250um fiber on the holder
8.1x4.5mm cable, 900um fiber on the holder
5.4x3.0mm cable
Slitting outer jacket
Stripping outer jacket
Stripping outer jacket
Crimping tool for CR & PSPL type
Heater for shrinking tube

Cable Type

All

All

8.1x4.5mm
8.1x4.5mm
5.4x3.0mm
8.1x4.5mm, 5.0x2.0mm
5.0x2.0mm
5.0mm, 5.8mm, 6.1mm
All
All

Products for Installation

Ordering Information
HFSOC - D0 - SC/APC - CR - 8145

Hardened
Fusion Splice-On

Connector

D

A1

G.652.D0

G.657.A1

A2

B3

G.657.A2

G.657.B3

Fiber Type

5020

4824

5.0 x 2.0mm Cable

4.8 x 2.4mm Cable

5000

6100

5.0mm Cable

6.1mm Cable

8145

5430

8.1 x 4.5mm Cable

5.4 x 3.0mm Cable

Cable Type

CRF Female OptiTap® Connector

CR Male OptiTap® Connector

Hardened Type

Connector and End Face Type

SC/APC Angled Physical Contact

Female type

ø 28138mm
(without cap 120mm)

 


