
Double Jacket Round
Drop Cable

Product Description
UCL’s Double jacket FTTH Drop cable is designed for
outdoor and indoor drop cable application, 5.0mm MDPE 
jacket is fit for outdoor environment and 2.7mm PVC jacket
is fit for indoor cabling requirement.

Features and Benefits

Ruggedized design for outdoor environment and
safe material for indoor cabling application.

1

Easy stripping with rip cord.2

3 G.657.B3 fiber is available for decrease
macrobending loss.

Mechanical Performance

Environmental
Properties

Mechanical
Properties

Installation Temperature
-20ºC to 60ºC (-14ºF to 140ºF)

Tensile Load
Max. N : 1000N

Crush Resistance
N/100mm: 800N 

Operating Temperature
-40ºC to 70ºC (-40ºF to 158ºF)

Bending Radiust
Short term: More than 20 x D
Long term: More than 10 x D

Cable Construction

Fiber Fiber Type & Count
G.657.A2 & 1 core

Jacket material & color
PVC(OFNR), Blue

Inner Jacket
900μm tight buffered tube

Color (inner & outer)
White & black

Material
Aramid yarn

Material (inner & outer)
MDPE & PVC

Inner jacket Outer jacket
2.7mm ± 0.2 5.0mm ± 0.1

Strength
member

Double
Sheath

Physical
Dimension

5.0mm | MDPE & PVC Jacket

NORTH AMERICA
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Document No. : FLY-DRC-5000-251110-V1

Outer Jacket : MDPE

Aramid & Water-Blocking Yarns

Inner Jacket : PVC
FRP

PVC Tight Buffered (0.9mm)
Rip Cords
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Double Jacket Round Drop Cable
5.0mm | MDPE & PVC JacketNORTH AMERICA

Packing

1000ft, 2000ft or other cable length is also available if required by customer.
Each length of the cable shall be wound on a wooden reel or plywood reel.
The cable ends shall be securely fastened to the reel to prevent the cable from becoming loose in transit or during operations.
A suitable plastic tape shall be laid on cable to prevent the entry of moisture during shipping, handling and storage.
The cable reel shall be packaged in a suitable paper box for loading onto multiple layers.

1.
2.
3.
4.
5.

Labeling

The label information on the reel will match the following: 

Product part number
Cable type and fiber counts
Cable length (meter or feet)
Gross weight in kilograms
Reel number
Year of manufacture

1.
2.
3.
4.
5.
6.

Marking & Packing

Manufacturer’s Name
UCL SWIFT

Year of Manufacture
20xx

Fiber Count
1C

Sheath Marking

The cable shall have the following information clearly marked on the cable outer sheath at regular interval of
one meter or one feet by Ink Jet printer with white color.

Length in meter or feet
0000M

Fiber Type
SM G.657.A2

Outer Sheath Material
MDPE

Cable Size
5000 (5.0mm)

Ordering Information

UCL - 1C - G657A2 - TD - 5000 - IM

UCL 1C

Number of Fibers

One Fiber G.652.D0

Fiber Type

G652D0

G.657.A2G657A2

G.657.B3G657B3

US

IM

MFG Code

TD

DD

Toneable Drop Cable

Dielectric Drop Cable

Toneable or Non-toneable

5000

Cable Type

5.0mm


